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Step Angle Accuracy | Resistance Accuracy | Inductance Accuracy | Temperature Rise |Ambient Temperature| Insulation Resistance| Dielectric Strength |Allowable Radial Load|Allowable Thrust Load

+5% +10% +20% 80°C Max. -20°C ~ +50°C 100MQOMin 500VDC | 500V AC 1minute |0.06mm Max. (450g load) | 0.08mm Max. (450 load)

¥EASE SPECIFICATIONS
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Motor Model Step angle Length Holding Torque Current Resistance Inductance Model Shaft Diameter | Axis Stretch
) L(mm) (N.m) (A) (Q) (mH) (g.cnf) D(mm) (mm)

110HC128-43U19-40 128 8.0 4.3 1.04 4.3 6000 19.0 6 x 30

110HC152-60U19-40 152 12 6.0 0.6 2.67 9720 19.0 SFi6 % 30

110HC186-64U19-40 - 16 6.4 0.7 2.96 13560 19.0 6 x 30

110HC220-69U19-40 220 20 6.9 0.57 2.46 17400 19.0 6 % 30
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*Note: We can manufacture products according to customer’s requirements.
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Installation precaution:
When motor mounted be sure its front cover

®85-0.03
®19-0.013
93.3+0.2

should be installed to the seam allowance

position and attention to the fit tolerance and
strictly ensure that the concentricity of
electrical motor axis with the load.
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\ phase sequence four-core socket
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